7 Stops Coli
Temperatare Adjusiate

Trim Valtage

CTA-d Series  CTA-H-J Series(Class 2)

CCT & S in | (Triac, 0-10V, 1-10V, 10V PWM, Potentiometer) Dim. C.V. J-Box LED Driver

( Output Voltage Fine Tune Available / 2700K-6500K Color Temperature adjustable )

w Dim-all: CCT & Triac/0-10V/1-10VM1OVPWM/Potentiometer YA E: CCToligEE/0-10V/1-10V/ 10V PWM/EBIH E ¢
A 110-277Vac
W FETNR

PWM i@¥iE=t: 100-0.1% 8%, FiAE

AR M [EIET0RE. MLV, ELV %

® Universal input: 110-277Vac
® Dimming effect:
PWM dim mode: 100-0.1% dim, flicker-free
Triac dim mode: Forward phase & reverse phase,
MLV, ELV dim

# CCT-Tunable: Linear color temperature adjustable # CCT-Tunable: 1Rl EH]

Features

7 stops color temperature adjustable (2700K-6500K).
® With unique knob trim voltage function
& Wet, damp, and dry location,
@ Title 24 JAS compliant
@ Build in active PFC, typical power factor=0.95,
THD<10%@ 120V Max. load.

@ Super low loading request, works perfect at 10-100% load.

® Short-circuit, over-temperature, over-load protection.
@ UL cUL listed, Class 2, Class P, FCC,
NEMA 4%, ROHS

® 1) PWM Output: 4k/HZ Constant frequency
(Different frequencies can be customized:250-20000Hz)

® 2) Dimming range: 100%-0.1% Ultra Deep Amplitude

TEEEOE (2700K-6500K)
BRI ErHH RS R ThEE
BAEFSENTTERNUE
FHETitle 24, JABERHE
HEEIBPFC, MBITHEFEE>0.95, THD<10%
@120V Max. load
EEAEER, £ 10-100% M FEEET
Mg, TE. IRER
ihilF: UL/eUL, Class 2, Class P, FCC,

NEMA 4X, ROHS

1) PWMigH: 4k/HZEE =
(AIE#IAFRESE=E: 250-20000Hz)
2) EWEE: 100%-0.1%EFiEE

Selllng PDintS @ 3) Works with two channel CCT warm-dim LED strip/tape 3) iEATMIEIE CCT WEEYE LED ¥T4&/3880 LEDITTE

ol ] (3 wires)

-

# 4) Exclusive patent design of "Clamshell” junction box

4) ¥FE “Clamshell” BESTHIRT (THEEBLERE)

(Fixed without screws)



Model
jite=

CTA-12030J
CTA-24030J
CTA-48030J
CTA-12060J
CTA-24060J
CTA-48060J
CTA-12080J
CTA-24080J
CTA-48080J
CTA-24096J
CTA-48096J
CTA-12100J
CTA-24100J
CTA-48100J
CTA-12120J
CTA-24120J
CTA-48120J
CTA-12150J
CTA-24150J
CTA-48150J
CTA-12200J
CTA-24200J
CTA-48200J
CTA-12300J
CTA-24300J
CTA-48300J

Cover Material
i L]

Metal Housing
(NEMA 4X)

Qutput Voltge
Firt f e (Vdc)

12V(9-13Vadjustable)
24V(17-25Vadjustable)
48V (36-49Vadjustable)

12V(9-13Vadjustable)
24V (17-25Vadjustable)
48V (36-49Vadjustable)
12V(9-13Vadjustable)
24V(17-25Vadjustable)
48V (36-49Vadjustable)
24V (17-25Vadjustable)
48V(36-49Vadjustable)
12V(9-13Vadjustable)
24V (17-25Vadjustable)
48V (36-49Vadjustable)
12V(9-13Vadjustable)
24V (17-25Vadjustable)
48V (36-49Vadjustable)
12V(9-13Vadjustable)
24V (17-25Vadjustable)
48V (36-49Vadjustable)
12V(9-13Vadjustable)
24V (17-25Vadjustable)
48V(36-49Vadjustable)
12V(9-13Vadjustable)
24V(17-25Vadjustable)
48V (36-49Vadjustable)

Output Current| Output power
i th o e

CAmp )
2.9A
1.25A
0.63A
SA
2.5A
1.25A
6.6A
3.3A
1.66A
4A
2A
8.33A
4.17A
2.08A
10A
SA
2.9A
12.5A
6.25A
3.125A
16.67A
8.33A
4.17A
25A
12.5A
6.25A

it o
{Watt)

30W

60W

80w

96W

100W

120W

150W

200W

300W

Product Size

R~ (mm)

158*120.5"42

158*120.5°42

188%120.5%42

188%120.5°42

188%120.5"42

218"120.5%42

218"120.5%42

218%120.5%42

258"120.5%42

750

750

1100

1100

1100

1100

1500

1500

1500

High Power Class 2 120W-384W

CTA-H12120J
CTA-H24120J
CTA-H12180J
CTA-H24192J
CTA-H48192J
CTA-H24288J
CTA-H48288J)
CTA-H12300J
CTA-H24384J)
CTA-H48384.

Metal Housing
(NEMA 4X)

12V(9-13Vadjustable)
24V (17-25Vadjustable)

12V(9-13Vadjustable)
24V (17-25Vadjustable)
48V(36-49Vadjustable)
24V (17-25Vadjustable)
48V(36-49Vadjustable)

12V(9-13Vadjustable)
24V(17-25Vadjustable)
48V (36-49Vadjustable)

2CH*5A

2CH*2.5A

3CH*5A
2CH*4A
2CH*2A
3CH"4A
3CH"2A
SCH*5A
4CH"4A
4CH"2A

2CH*60W
2CH*60W
3CH*60W
2CH*26W
2CH*96W
3CH*96W
3CH"96W
SCH*60W
4CH*96W
4CH*98W

218*120.5%42
218*120.5"42
218*120.5"42
218*120.5%42
218*120.5%42
258x120.5x42
258x120.5x42
258x120.5x42
258x120.5x42
258x120.5x42

1100
1100
1100
1100
1100
1500
1500
1500
1500
1500



Wiring Diﬂgfﬂl’l’l (Works with Two channel CCT warm-dim LED strip/tape (3 wires))
1R GERTAEIE CCT 4REAS LED k74/345LED KT75)
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2) Using Triac { ELV wiring diagram {5 B Triac/ELV £ 3
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3) Using 0-10/1-10V Dimming(The driver input is connected to the dimmer)
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4) Using 0-10/1-10V Dimming(The driver is independently connected to the input)
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Wil’il‘lg Diag ram ( e.g.: Following is the wiring diagram of high power class 2 LED Driver 384W )
FE2 E (Bin: UFRAINE Class 2 LEDIR )38 384WH L E)

1) Using Triac / MLV wiring diagram  {£8 Triac/MLV {§£E 5
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2} Using Triac / ELV wiring diagram  {# B Triac/ELV £ 2
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3) Using 0-10/1-10V Dimming(The drive input is connectad to the dimmer)
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4} Using 0-10/1-10V Dimming(The drive is independently connected to the input)
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